
The Supersealer MBS    continuously seals a wide range of medical
packaging materials including: Plastic, Tyvek, mylar, PET, Coated Tyvek,
paper and plastic, laminated foil and metalized foil bags.
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Supersealer MBS   Options
• Bag coders and printers

• Bag loaders and fillers

• Bag support conveyors

• Bag top trimmers and trim
removers

• Pouch Pack automatic
pouch opening systems

All bag sizes
Heat sealable materials up 10 mils (250
microns) total thickness

Bag size range:
Bag material range:

Speed:

Advanced Interface and Data Logging:

Clean and durable
Meets FDA guidelines for medical industry

Features: Benefits:

 SUPERSEALER MBS
Medical Band Sealer

Stainless steel finish
Complete process validation of all parameters
Heavy duty band sealing technology
Touch Screen operator interface with password
level access

Technical Specifications:

Touch Screen operator interface for
easy system control and monitoring

Product recipe storage

Ethernet Network Connection

Easy product changeover with minimal
operator training
Simple connection to computer network for
complete process monitoring
Easy access to process data to meet FDA
requirements

Real time data acquisition and data
logging

Optimum seal quality and performance
Easy system control and monitoring

115 VAC, 1 Ph, 60 Hz, 10 Amp. or to
requirement
80-100 psi clean dry air required

SEALING SYSTEM

O/K International Corporation
73 Bartlett Street
Marlborough, MA 01752 USA
Tel. 508.303.8286
Fax 508.303.8207
sales@okcorp.com
www.okcorp.com

WORLDWIDE LOCATIONS:

O/K Durable Packaging
       Chicago, IL USA

O/K International (Europe)
       Stanton, England

O/K Packaging Systems BV
       Lisse,  The Netherlands

Up to 60 fpm (18 meters/min.) belt speed
3/8” wide
Right to left or left to right

Seal size:
Machine handing:
Electric:

Pneumatic:

Allen BradleyPLC Control:
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